*1)Suck ink 6mi from bottle, take away the nudl' of the
syringe and attach the refilling cap to ti
then vertically insert the syringe into the nudl -like
refilling hole and push it to the bottom to make the
syringe connect with ink cartridge closely.

*2) Lay side the ink
of the arrow illustrated above and keep the refilling
hole upside. Then pull the handspike back to the
position of 10ml.
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for several times until the cartridge is full.After refilling,take
off the refilling cap with syringe to guarantee the
can be installed.

Use for Epson series / Pour Epson: 8020097, $020089, 020191, T005, T008*, T014, T016*, T018*, T020, T027%, T029*, T037*, T041*
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Fig 1: Recouvrir les Fig 2: Assembler la seringue et 'aiguille et sortir I'aiguille de son fourreau. Fig 3: Injecter I'encre par le trou de Flg 4: Enlever e ruban adhési qui avait
trous de refoulement Insérer l'aiguille dans la bouteille d' hoisie. Remplir la seri T'encre la couleur I les trous de Les

avec le ruban adhésif

en renversant la boutellle afin que 'encre s'écoule dans la seringue. Arréter do
remplirla seringue lorsqu'elle contient 10 ml. S'assurer que I'aiguille ne soit pas
au fond de la boutsille afin que 'encre pulsse rentrer dans la seringue.

ainjecter a travers le film qui couvre le
trou sur la cartouche jusqu'a ce que la
cartouche soit pleine ou que 'encre
commence & déborder.

cartouches avec une astérsique
(*) nécessitent d'acheter un régulateur de
niveau d'encre (chip resetter) vendu
séparément.

*1) Seal up the

adhesive tape.

ink can flow into the syringe.

*2) Aftach the needle to the syringe and carefully remove the needle cap. Carefully
insert the needle into the Ink Bottle and turn the bottle upside down to allow
the ink to flow into the syringe. Pull back the syringe 10ml to allow 10ml of ink
into the syringe. Ensure that the needle is not fully inside the bottle so that the

*3) Inhct the ink into the corresponding filing
jh the cover film on the cartridge
unﬂ the cartridge is full or ink begins to
overflow.

*4) Remove the adhesive tape that were placed over
the nozzles. % These cartridges will equire a
Chip resetter —sold separately. Please ask your
stockist to provide you with this.

Use for Epson series / Pour Epson: T0322/323/324, T0332/333/334, T0422/423/424, T0442/443/444,

T0452/453/454, T0482/483/484, T0552/553/554, T0612/613/614
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. t sortez le tuyau.
Enfoncezde 3 contlmitns I'txtr‘mlu du tuyau au travers
du bouchon et refermez la bouteille.

2.Pour1 la
plastique a I'aide du poingon.
Pour 2 retirez le film plastique tout autour du trou de
remplissage avec un couteau puis essuyez I'encre
autour du trou.

et percezl'op

3. Pour 1 placez un bouchon de remplissage dans le
trou -emplissage et enfoncez le jusqu'en butée
sur la cartouche a I'aide du poingon.

Pour2 un
1# dans le trou de remplissage.

étanche

*1) Open the cover of bottle and take the suker out. As
illustrated, puncture the cover with hose acumination
into 3cm, then cover the bottle closely again and
finish the assembly of exhaust ink vent facility.

*2) For 1 Turn the ink cartridge upside down and puncture
the plastic film on the refilling hole using mandrill to
make the hole come out. For 2 remove the film along
the cupped mark of refilling hole with knife and clean
the ink around the hole.

*3) For 1 Place the refilling plug into refilling hole
vertically and press it into ink cartridge completely
with the mandrill tool facing to the closing plug.
For 2 Place the 1# closing plug into refilling hole
vertically and press it into Ink cartridge completely
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4. itué a ‘orifice 5. Pour 1tirez le piston de la seringue en arriére 6. Retirez
d'encre. Remplissez ingue puis retirez la seringue de la cartouche. Enfoncez v A lans
Pour 1 retirez I'aigullle de la seringue ot insérez a seringue complétement un bouchon étanche 2i# dans le bouchon d Pour1 Z o
- . i remplissage puis essuyez I'encre. haut in
oure e 3 Pour 2 retirez la seringue de la cartouche puis essuyez I'encre.

a ce qu'il n'y ait g 'air dans lo tuyau.

puce  |'alde du régulateur de niveau d'encre vendu séparément.

*4) Connect one side of vent port with exit port closely.
For1 take away the needle of the syringe, vertically
insert the syringe into filling plu
For2 insert the needle into closing plug .Then slowly
inject the ink until continuous ink without air bubble
in the vent hole can be seen clearly.

*5) For 1 When finishing the refilling please pull back the
handspike of syringe a little and then pull out syringe
slowly. Place the 2# closing plug into the refilling plug,

pull out syringe and and clean the ink with tissue paper.

*6) Turn down the cartridge to make sure the exit port to downside,
then lift the cartridge. Take out the exhausted ink vent facllity
when rubber tube is extended into a line. For 1 Turn the upside
down and press down the one-way valve with mandrill for 5
seconds to balance the pressure In the cartridge. Finally reset
the chip of the cartridge and install it into printer for using.

Attention: pour remplir a nouveau les cartouches, vous devez retirer le

étanche 2# puis

Attention: when the cartridge needs refilling, please take off the closing plug and only operate the 4, 5, 6, procedures.

les etapes 4, 5et 6.







